DIAPHRAGM-TYPE ACTUATOR
TRAD ITI 0 NAL QUALITY

ECONOMY

WITH

The SAFOCODiaphragmActuator combines
simplicitywith easeof maintenanceto provide
an extraordinaryvalue in a SSVactuator.
Its operating principle and rugged design
makethis actuator inherentlytrouble-free.This
diaphragm actuator design has eliminatedthe
problemsof downtime and added safety
featuresvital to today'scustomerrequirements.
Thisactuator is designedfor most surfacesafety
applications.
The SAFOCOActuator utilizesthe traditional
diaphragm concept by eliminating galling,
misalignment and distortion during operation.
The closetoleranceproblem has been
eliminatedby providing wear bearingsin the
actuator and bonnet to suspendthe top shaft
and bonnet stem from contacting metal during
operation.
SAFOCOhas designedinto each model,
series,and sizeof diaphragm actuator the
industry'sstrongestcompressionspring. Thisis
important to ensuregate valve closure.No
specialtools are required when loading the
compressionspring.
Easeof repair and servicehas been provided
by designing the top sealcartridge so that it can
be removedeasilyand quickly.
To removethe actuator from the bonnet
remove8 hex head bolts with a crescent
wrench, then lift the actuator from the bonnet.
SAFOCOS'
actuator philosophy emphasizes
safetyand reliability,compact and simple
design, fast responset!me, easymaintenance,
optional use of control pressureand quality in
manufactureand service.

CERTIFICATES OF AUTHORIZATION

API 14D Specification
API 6A Specification

API LicenseNo. J40-0033 has been
replaced by API LicenseNo. 6A-0335

The right to use the official API monogram on
Wellhead Equipment (as listed in Spec. 6A)
under API Specification6A for Wellhead
Equipment.
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The SSVvalve with a SAFaGa
Actuator is normally supplied in the
fail-closedconfiguration. Pneumatic
actuator supply pressuredrives the
valves reverse ported gate down and
holds it in the open position under
normal operating conditions. In the
event of an abnormal condition, the
actuator supply pressure is releasedor
bled off by quick exhaust mechanisms,
allowing the valve to close by body
pressureacting on the bonnet stem
diameter and spring force. Restoring
of PneumaticActuator supply pressure
automatically reopens the valve.
When required, the valve can be
configured with a fail open gate
design for a vent or blow-down
system.
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As actuator pressureexhaustsfrom the
housing or cylinder, valve body pressure
and actuator spring force close the valve.
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ACCESSORIES
Heatsensitivelock open devices,manualhandwheeloperators,
hydraulicoperators,positionindicators,remotecontrol devices,
actuator quickexhaustdevices,stemprotector,electromechanical
switches..electricalindicatingdevices.

Actuator input pressuredrives the reverseported gate downward into open position.
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To determine control pressure consult graphs for nominal valve size Find maximum expected flowline
from 18). The intersection of the two lines indicates the correct size actuator for the specific application

* Typical dimensions.
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Products ililustrated in this booklet are subject to Termsand conditions of Saleinduding Warranty and Umitations of Uability as shown in our Price Ust
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